
2400 South Boulevard, Suite 300   Charlotte, NC 28203   mpvre.com

Land

• 27 acres of land available in northern Lancaster County, SC

• Planned Development District: Zoned General Commercial (B-3)

• Located on Highway 160; 1/2 mile west of Highway 521

• Minutes from I-485 and Ballantyne area

• Great access to south Charlotte, Fort Mill and Rock Hill

• Quality office park with protective covenants and architectural 
controls

• Water, sewer, electricity, natural gas and telecom are available

Contact
Micheal Bilodeau
704.561.5253
mbilodeau@mpvre.com

Land For Sale

For Sale

Pricing Call For Pricing

Bailes Ridge Corporate Park
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LEGEND

1. Movement Mortgage

2. Keer of America 

3. Honeywell Scanning and Mobility 

4. Strategic Sales Partners

5. Grace Communications

6. Pencom

7. Howe Roofing

8. Champion Machinery 

9. Available - 110,000 SF

10. CompuCom
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LEGEND

1. Movement Mortgage

2. Keer of America

3. Honeywell Scanning and Mobility

4. Strategic Sales Partners

5. Grace Communications

6. Pencom

7. Howe Roofing

8. Click Fold

9. 110,000 SF Flex Space

10. CompuCom

11. Multi-Family

12. EMS

13. REMBE

14. Blythe Corporation

15. R&L Stone & Masonry 

Business Park

Corporate Headquarters

Lancaster County Nature Trail

Residential

Manufacturing

1 2'-0" CURB & GUTTER2 4-INCH WHITE THERMOPLASTIC STRIPING
3 4-INCH THICK CONCRETE PEDESTRIAN SIDEWALK

4 PEDESTRIAN RAMP WITH DETECTABLE WARNING STRIP

� ACCESSIBLE PARKING SIGN6 ACCESSIBLE PARKING SIGN �VAN�
7 PEDESTRIAN RAMP WITH DETECTABLE WARNING STRIP

8 NEW LIGHT DUTY PAVEMENT �SEE SECTION, THIS SHEET�

9 NEW HEAVY DUTY PAVEMENT �SEE SECTION, THIS SHEET�

10 NEW CONCRETE PAVEMENT �SEE SECTION, THIS SHEET�

11 NEW 14' X 16' DRIVE-IN RAMP. SEE ARCHITECTURAL PLANS FOR DETAILS

12 GRAVEL FIRE TRUCK ACCESS
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SCALE: 1" = 20'

SC SUPERPAVE SURFACE COURSE ASPHALTIC CONCRETE �SF9.5A�

IC SUPERPAVE INTERMEDIATE COURSE ASPHALTIC CONCRETE �I19.0B�

BC CRUSHED AGGREGATE BASE COURSE

SB COMPACTED SUBBASEPC CONCRETE
� M 6" � 6" �10 WELDED WIRE MESH �TO BE CONFIRMED BY GEOTECHNICAL ENGINEER�

NOTES:
1. CONFIRM WITH GEOTECHNICAL ENGINEER FOR PAVEMENT SECTIONS AND SUBGRADE.  NOTIFY

ENGINEER IN CASE OF CONFLICT.
2. PROVIDE CONSTRUCTION JOINTS PER ACI AND/OR GEOTECHNICAL ENGINEER

RECOMMENDATIONS �CONCRETE PAVEMENT ONLY�.

3. CAULK JOINTS AT APRONS

PAVEMENT HATCH LEGENDLIGHT DUTY ASPHALT
HEAVY DUTY ASPHALT

CONCRETE PAVEMENT

PC BC SB

HEAVY DUTY CONCRETE

PAVEMENT SECTIONS

SC BC SB
SC IC BC SB

LIGHT DUTY ASPHALT
HEAVY DUTY ASPHALT
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PROPOSED BUILDING14,670-SFFFE: 545.50±

�UTURE EXPANSION14,670-SFFFE: 545.50±

VEHICLE PARKINGPROPOSED ��UTURE BUILDING SIZE: ± 29,340-SF
USE:

OFFICE & WAREHOUSE

PARKING REQUIREMENT: 1 SPACE PER 500 SF OFFICENO MINIMUM WAREHOUSE PARKING REQUIREMENT

REQUIRED PARKING: 59 SPACES �ASSUMES 100� OFFICE�

PROVIDED PARKING: 73 REGULAR SPACES4 ACCESSIBLE SPACES �INCLUDING 2 VAN SPACES�

77 TOTAL SPACES

PARKING REQUIREMENTS
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1. CONTRACTOR IS FULLY RESPONSIBLE FOR CONTACTING

APPROPRIATE PARTIES AND ASSURING THAT EXISTING UTILITIES

ARE LOCATED PRIOR TO CONSTRUCTION.

2. CONTRACTOR IS RESPONSIBLE FOR PLACING BARRICADES USING

FLAG MEN, ETC. AS NECESSARY TO INSURE SAFETY TO THE

PUBLIC.

3. ALL PAVEMENT CUTS, CONCRETE OR ASPHALT, ARE TO BE

REPLACED ACCORDING TO STANDARDS OF THE SOUTH CAROLINA

DEPARTMENT OF TRANSPORTATION AND LANCASTER COUNTY

UTILITIES SPECIFICATIONS.

4. SHORING WILL BE ACCORDING TO OSHA TRENCHING STANDARDS

PART 1926 SUBPART  P, OR AS AMENDED.

JOB NO.

SHEET NO.
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WATER DISTRIBUTION NOTES:

1. PRIOR TO CONSTRUCTION, CONTRACTOR TO LOCATE UTILITY CONNECTION POINT(S) AT BUILDING(S) BASED

ON PLUMBING PLANS.

2. THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED BYPASS PIPING, HYDRANTS,FIRE DEPARTMENT

CONNECTIONS, OR OTHER WATER USING APPURTENANCES CONNECTED TO THE SUPPLY LINE BETWEEN ANY

WATER METER AND ITS REQUIRED BACKFLOW PREVENTER.

3. ALL WATER LINES, VALVES, FITTINGS, ETC., SHALL BE INSPECTED BY THE CIVIL ENGINEER. INSPECTION SHALL

INCLUDE VISUAL OBSERVATION AND WILL INCLUDE TESTING IF APPLICABLE. TESTING SHALL BE PER FEDERAL,

STATE, LOCAL REQUIREMENTS, OR PROJECT SPECIFICATIONS, WHICHEVER IS MORE RESTRICTIVE OR HAS

ULTIMATE JURISDICTIONAL AUTHORITY.

4. ALL PIPING TO BE PVC UNLESS OTHERWISE NOTED. CONTRACTOR TO PROVIDE SUBMITTALS TO CIVIL

ENGINEER FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION.

5. WATER LINES SHALL BE INSTALLED WITH A MINIMUM 36" OF COVER.

6. WATER LATERAL(S) ARE LEFT (5) FIVE FEET FROM BUILDING FACE. REFER TO MEP PLANS FOR CONNECTION

POINTS.  ALL CONNECTION MATERIAL BY BUILDING CONTRACTOR.

7. ALL WATER VALVES MUST BE LOCATED IN GRASS / LANDSCAPE AREA OR ASPHALT PARKING / DRIVES. VALVES

ARE NOT ALLOWED IN CONCRETE SIDEWALK, PLAZAS, ETC.

8. EACH LANCASTER COUNTY REQUIRED BPA IS REQUIRED TO BE TESTED BY A LANCASTER COUNTY-APPROVED

CERTIFIED TESTER PRIOR TO PLACING THE WATER SYSTEM IN SERVICE.

SANITARY SEWER NOTES:

1. CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE SCDHEC GRAVITY SEWER MINIMUM DESIGN CRITERIA.

2. CONTRACTOR TO LOCATE UTILITY CONNECTION POINT(S) AT BUILDING(S) BASED ON PLUMBING PLANS.

3. CONTRACTOR SHALL CONTACT THE COUNTY-ASSIGNED PLUMBING INSPECTOR FOR REVIEW OF SANITARY

SEWER LINE LATERAL INSTALLATION PRIOR TO BACKFILLING TRENCHES.

4. SEWER LATERAL(S) ARE LEFT (5) FIVE FEET FROM BUILDING FACE. REFER TO MEP PLANS FOR CONNECTION

POINTS.  ALL CONNECTION MATERIAL BY BUILDING CONTRACTOR.

5. SEWER LATERALS SHALL HAVE A MINIMUM SLOPE OF 1.10% AND SHALL NOT EXCEED A SLOPE GREATER THAN

10.00%.

6. CLEANOUTS PLACED WITHIN PEDESTRIAN PATHS (SIDEWALKS, PLAZAS, ETC.) SHALL BE EQUIPPED WITH A

BRASS COVER. BRASS COVER TO BE FLUSH WITH FINAL GRADE.

7. WHEN THE WATER MAIN IS ABOVE THE SANITARY SEWER, BUT WITH LESS THAN 24" CLEARANCE, OR WHEN

THE SANITARY SEWER IS ABOVE THE WATER MAIN, BOTH THE WATER AND THE SANITARY SEWER LINE SHALL

BE CONSTRUCTED OF FERROUS MATERIAL WITH JOINTS EQUIVALENT TO WATER MAIN STANDARDS FOR A

MINIMUM LATERAL DISTANCE, MEASURED AT RIGHT ANGLES TO THE SEWER, OF 10 FEET ON EACH SIDE OF

THE CROSSING.
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Park Photos

Honeywell Build-to-Suit Park Sculpture

Movement Mortgage
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